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Characteristics Unit BS2 BS3 BS4 BS6

ax % mass|0.01 0.01 0.01 0.01
Carbon Residue (Ramsbottom) on 10% residue | % mass|0.3 0.3 0.3 0.3
Cetane Number (CN), min - 48* 51 51 51
Cetane Index (Cl), min — 46* 46 46 46
Distillation 95% vol. Recovery at °C, max Lo - 360 360 370
Flash point Abel, min °C 35 35 35 35

| Kinematic Viscosity @ 40 °C cst 20-50 |20-50 |20-45 |245

Density @ 15 °C Kg/ms _[820-860 (820-845 [820-845 |820-860
Total Sulfur, max mg/kg  |500 350 50 10
Water content, max mg/kg 10.05% vo|200 200 200
Cold filter plugging point (CFPP) °C 18 18 18 18
a) Summer, max *C 6 6 6 6
b) Winter, max
Total contaminations, max mgkg |- 24 24 24
Oxidation stability, max g/mgs |- 25 2 25

Polycylic Aromatic Hydrocarbon (PAH)

Lubricity, corrected wear scar diam  Screenshot saved %0 460 460 460

Copper Strip corrosion for 3 hrs @ 50 °C
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g upgrade from BS-IV to BS-VI: what needs to be done
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@\ DIESEL PARTICULATE FILTER. OR DPF FOR BS-V: SELECTIVE CATALYTIC REDUCTION TECHNOLOGY
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